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POWER CUBE
SINGLE AND DUAL FREQUENCY

Genset
Grupo electrógeno
Groupe électrogène

Voltage
Tension rpm kVA kW

Engine model
Modelo motor
Modèle moteur

P.R.P. P.R.P.

50Hz

HPCW-420 T5

400V 1.500

411 329 FPT - C13 TE3A

10ft

HPCW-420 T5 414 331 FPT - C13 TE2F

HPCW-505 T5 503 542 FPT - C13 TE7

HPCW-510 T5 510 408 MTU - 10V1600G20F

HPCW-660 T5 657 525 MTU - 12V1600G20F

60Hz

HPCW-390 T6

480V 1.800

503 403
FPT - C13 TE7

10ft
HPCW-465 T6 527 421

HPCW-520 T6 587 470 MTU - 10V1600G20S

HPCW-620 T6 700 560 MTU - 12V1600G20S

Model - Modelo - Modèle HPCW-420 D 5-6 HPCW-505 D 5-6 HPCW-510 D 5-6 HPCW-630 D 5-6

50Hz 60Hz 50Hz 60Hz 50Hz 60Hz 50Hz 60Hz

P.R.P. P.R.P. P.R.P. P.R.P. P.R.P. P.R.P. P.R.P. P.R.P.

Engine Model
Modelo Motor - Modèle Moteur FPT - C13 TE3A FPT - C13 TE7 MTU-10V1600B40S MTU-12V1600B40S

Power
Potencia
Puissance

kVA 411 434 503 527 510 584 628 697

kW 329 347 403 421 408 468 502 558

Rated Speed
Velocidad Nominal
Régime de Fonctionnement

r.p.m 1.500 1.800 1.500 1.800 1.500 1.800 1.500 1.800

Standard Voltage
Tensión
Tension Standard

V 400/230 480/277 400/230 480/277 400/230 480/277 400/230 480/277

Available Voltages
Tensiones Disponibles
Tensions Disponibles

V

230T
230/132 
380/220
415/240

460/265
440/254
416/240
220/127

230T
230/132
380/220
415/240

460/265
440/254
416/240
220/127

230T
230/132
380/220
415/240

460/265
440/254
416/240 
220/127
208/120

380/220 
415/240

460/265 
440/254
416/240 
220/127

Constructive Version
Versión Constructiva
Constructive Version

10ft Container

POWER CUBE 400/230V - 50Hz  /  480/277V - 60Hz

rpm
1800

rpm


